





HANGER BEARINGS

Simplifies installation. Factory-certified components.
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1-1/4" hanger bearing designed for use RS
on models RN10W through RN30W.
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MECHANICAL DRIVE GROUPS

Complete drive group ready to install.

Driveline, hanger bearing, sprackets and chain.
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Winch Model Part # Weight Description
(approx./lb)

BN10W, RN15W 1246 100 HB-544 hanger bearing, (1) sprocket, 11T, 1-1/4” bore,
(1) sprocket, 20T, 1-1 /4" bore and 3-3/4’ chain

RN20W 1084 100 HB-544 hanger bearing, (1) sprocket, 10T, 1-1/4" bore,
(1) sprocket, 18T, 1-1 /4" bore and 4-1/2’ chain

RN30W 1134 100 HB-544 hanger bearing, (1) sprocket, 10T, 1-1/4" bore,
(1) sprocket, 21T, 1-1/4” bore and 5’ chain

RN45W, RN65W 4043 210 HB-800 hanger bearing, (1) sprocket, 18T, 1-3/4” bore,
(1) sprocket, 12T, 1-1 /2" bore and 10’ chain

RN45W, RNB65W 4044 185 HB-800 hanger bearing, (1) sprocket, 18T, 1-3/4” bore,
(1) sprocket, 12T, 1-1/2" bore and 5’ chain

RN100W 4045 210 HB-800 hanger bearing, (1) sprocket, 18T, 2" bore,
(1) sprocket, 12T, 1-1 /2" bore and 10’ chain

RN100W, RN130W 4046 185 HB-800 hanger bearing, (1) sprocket, 18T, 2" bore,

(1) sprocket, 12T, 1-1/2” bore and 5’ chain




DOUBLE LEVER ASSEMBLY
Allows remote mechanical operation of winch
with ratchet and pawl lock. \.|

Includes levers, threaded rod, clevis, nuts,
washers, cap screws and pins.
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AIR CONTROL KITS

Complete system to convert winch to air-shift
configuration.

Includes cylinders, tubing, fittings, clutch valve
and metering valve for brake band.

Winch Model Part # Weight Description

(approx./Ib)
RN20W 41618 15 Air shift cylinder, clutch and brake (1)
RN30W 40285 15 Air shift cylinder, clutch and brake (1)
RN45W, RN65W 40246 23 Air shift cylinder, clutch and brake (1)
RN100W 40593 26 Air shift cylinder, clutch and brake (1)

HYDRAULIC DRIVE GROUPS

Complete drive group ready to install.

Includes pump, reservair, filter and control valve.

RUFNEK® Worm Gear Accessories

Winch Model Part # Pump Description

Rotation
BN10W, BN15W 4094 Bidirectional 18 gpm system, 15 gallon reservoir
RN20W, RN30W 4086 Bidirectional 30 gpm system, 25 gallon reservoir

RBN45W, RNB5W, RN100W 4098/4099 RH/LH 60 gpm system, 50 gallon reservoir




Tulsa Winch Model Code
RN100 WHLXOA 3

. I_— Motor Type
Basic Model —|; Clutch Device 3. Single-Speed Geroler

Gear Type M=Mechanical X.No Motor
W=Worm A=Air
: Cable Spoolin
Drive Type 0=0ver E'?rum ¢

H=Hydraulic -
M=Mechanical U=Under Drum

Gear Box Position

—— Input Shaft Location

(relating to truck) (relating to truck)
L=Left F=Front
R=Right R=Rear

X=Does not apply

Contact sales@team-twg.com for other options or assembly configurations.

PO Box 1130 e Jenks OK 74037-1130

POWER to Move the World™  Voice: 9182988300

Fax: 918-298-8367

A COMPANY www.team-twg.com

Have a Question?

To speak with a Tulsa Winch technical representative or to order Tulsa \Winch parts,
call us at 918.298.8300 or visit our \Web site at www.team-twg.com.

Winches in the brochure are optimized for viewing and not shown to scale. All measurements are in inches. All Tulsa Winch® RUFNEK® Winches
are designed in accordance with SAE J706. Because of product improvement, we reserve the right to make changes without notice.
© 2010 TWG. All rights reserved. 37886 RN WORM GEAR 05-10
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